
Dryflow G-Force MKII 

One of the fastest dryers   •
Adjustable motor speed   •

Plug in system for easy installation and servicing   •
Internal on/off heater switch   • 

Robust and vandal resistant   •
Energy efficient   •

HEPA filter   •
 

They’re as quick to maintain 
as they are to dry.
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Dries possible per £1 2,857

Electrical Supply Voltage 220 - 240 V

Electrical Supply Frequency 50/60 Hz

Expected Motor Life 3000 Hours

Rated Power 
0.42 kW - 1.5 kW  
(Internal on/off heater switch 
& adjustable motor speed)

Approx. Watt-Hours per Dry 1.75 - 4.17 Wh

Heater Element Power 0.4 kW

Operating Sound Level 67 – 74  dB

Motor Speed 30,000 RPM

Air Speed 202 MPH

Operating Temperature Range At ambient temp (20°C) – 45°C

Motor Cut off Time 60 seconds

Motor Class Class I

Materials Stainless Steel, White Epoxy

Weight 5.1 kg

Finishes Available & Codes 
White (GFM201), Black (GFM204), 
Brushed Satin (GFM202), 
Polished Chrome (GFM203)

IP Rating IP23

Cable Entry Point 
Rear, with access available
from bottom

Certifications and Awards CE, CUL, UL, TUV-GS, Greenspec
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